DI-28 Series

AC or Battery Powered Weighing Indicator

operatlonal efﬁc:lency for a wide.
range of weighing applications.



DI-28 Series

AC or Battery Powered Weighing Indicator

& ~AC or battery operation idry callor rechargsatis battary |
@ High contrast LC display

® Four 350 ohm load cells capability

@ Internal resolulion 1/60,000

@ Display resclution 1/1,000 to 110,000

® One touch or digital tare subtraction

@ Low voltage monitor

6 Keyboard battery Iife test function

@ ~uto power-off function

@ Zero point recall funclion (subisct to beal reguiations)

@ Digital fitter with three setting levels
Higher fiter lervelis apoicabie to anirmal weighing,
{subiect fo local reguiations)

® b/kg weight display cornversion
{subisct to local reguiations)

Versatile output applications

@ Data output via RS-232C
@ Four set point signals via Set point I/F

Model variation

Loadoell | Remote | Battery | oeoeee : :
ENVDIC M N Mo Mo

O-26E
OI-22BR SVDC PN == as s
DI-2ER 1OVDE - Yes M Yes Yes

FS-Z320C KF (Wi CINEPH), 52 point VE (OISR Famnais)

Analog section

IMpLt ssnsithity: DB 10 A (16 steps)

Zero adjrarges: 100%FES.

A0 corersion rate: 20 tirresiesc

Tamp coafficiant:
TERC: =[0.2V+10 ppm of zero voltaga]/ T TP
SRAN: =10 ppmy S TYF

Pz limsarity: DO0EN of RS orless
Mumberof cad cals: Max 4 bad cals (35060)

Digital section

Dizplay: & digits

Clisreny division: 1, 2and s

Decimal poirt locaten: 3 pogions and o dacimal 0000 thro 00000

Indicator marks: "FERCL "MET and "LOAWM WOLTAGE”
General
Poswvar sounce: Dl-223 =sarizs G-12W00 2t e 100me

Ol-Z225H asres 6-12v00 st hax 100ma,
DI-228 saries 14- 2000 At ko 100me,
Powear consumption: D288 saries 050
Ol-228R8 ssrizs 050
Dl-28Rsarkes 1.5W
Crersting temperature: 1070 040044 Fio 104 F

Crzerating hurmiclity: B5% BH Max. non-condensng)
Mt wrgight: 072k 158 b dedthout Dathariss)
Cimensicns: 200 A 205 (H) = 82 H)ymm

TRXE1x2dinchas

@ F=d pols sat for DG scale platforms
@ 1ounting bracket st for desk-top orwall mournt Luss

Spacificanons &ra subjact o changa without notee,

Teraoka Seiko Co., Lid.

Teracka Weigh-System Pte Ltd.

13-12 Kugahara S-choma, Ohta-ku, 4 Leng Kee Road #05-0370405
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